
model name

model no.

procedure name Calibration procedure

digital clamp meter

QM-1563

drawing instruction operation procedure

1、作业员必须佩戴检验OK的静
电手环。                    
2、校验仪外壳必须静电接地。 
3、作业时必须严格按照操作步
骤作业。                    
4、在测试过程如发现同一类型
的不良品连续产生5台以上，要
及时向班、组长汇报。        
5、在操作过程中，要轻取轻放
，不得与其它物料碰撞、叠压
等。　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　
　　　　　　　　　　　　　

作业工具/设备

备注: 1、直流标准电压电流源     
2、静电手环               
3、小“一”字螺丝刀　　　
　　　　　　　　　　　　

instruction： 　 　 　 　 　 　
1. Set to DCV range, use a standard calibrator to input 100.0mV, 
then adjust VR1 until LCD displays 99.9mV～100.1mV.                  
2. Set to DCV range and press MODE button to enter ACV range, use a 
standard calibrator to input 1V(60Hz), then adjust VR3 until LCD 
displays 0.999V～1.001V.                                             
3. Set to CAP range, input 100nF and adjust VR2 until LCD displays 
99.5～100.5nF.                                                    
4. Set to ℃，use the calibrator to input 0mV, and adjust VR4 until 
LCD displays 25℃±1℃.   　
5. Set to ℉ range, use a standard calibrator to input 0mV, and 
adjust VR6 until LCD displays 77℉.     　
6. Linerity calibration: use the calibrator to input 31.124mV, and 
adjust VR5 until LCD displays 750℃ + room temp. ±8℃.              
7. DCA zero calibration: Set to DCA400A range, adjust VR8 until LCD 
displays -000.0 ~ 000.1A. 
8. Set to DC400A range, LCD displays DC sign, use the calibrator to 
input DC200A and adjust VR91 until LCD displays 199.5A～200.5A.      
9. Set to AC400A range, LCD displays AC sign, use the calibrator to 
input AC200A(50Hz), and adjust VR10 until LCD displays 199.5-200.5A. 
10. Set to AC40A range, LCD displays AC sign, use the calibrator to 
input AC20A, and adjust VR7 until LCD displays 19.95-20.05A.         
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