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Thermal Cutoff
U L File No. : E100690
ENEC License № : 02921
CCC Self-declaration No.: 2020970205000004 (10A), 2020970205000003 (15A), 2020970205000005 (13A)
PSE License No.: JET1345-32001-2009

1.Construction and Dimensions
Regarding to “L” Dimension

L = 35mm (Long Length)

Name of parts Material
1 Lead wire A Sn-plated Cu wire
2 Lead wire B Ag-plated Cu wire
3 Case Ag-plated Cu
4 Ring washer Cu
5 Moving contact Ag-alloy
6 Spring A Stainless-Steel
7 Spring B Stainless-Steel
8 Bushing Ceramic
9 Sealant Epoxy resin

10 Thermal element Organic compound

2.Temperature and Electrical rating.(Resistive load)

Model
No.

Tf
( )

Th
( )

Tm
( )

Funciton 
Temperature

( )

Rated
Voltage

(V)

Rated
Current

(A)

Certifications

PSE UL C-UL ENEC CCC

158 123 263 154 AC250V 10A V  V  V  V  V  
＋0

－5

� “V ” = Approved

� Please note that the maximum continuous use temperature is less than 124 C.
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# Humidity, Transient Overload Current Test, Holding temperature Test, Maximum Temperature Limit and
Thermal Element Stability Test, etc, is in accordance with UL 1020.

3.Test
3-1.Calibration verification test


