
FRA8        RELAY
ORDERING INFORMATION
FRA8 P C - S 2   DC 12V

Note : RoHS compliant relays are available.  
For ordering, please add the correct suffix into standard relay part numbers. 
For examples : 
FRA8PC-S2  DC 12V  "RoHS"     for RoHS Compliant Relay
FRA8PC-S2  DC 12V  "RoHS-I"   for RoHS Compliant Relay specifying for AgNi contact material
FRA8PC-S2  DC 12V  "RoHS-N"  for RoHS Compliant Relay specifying for AgSnO2 contact material

DIMENSIONS (UNIT: mm)

RATED VOLTAGE

RELAY MODEL

NIL :  P.C.B. TYPE
P   :    PANEL MOUNT QUICK CONNECT

A : 2 FORM A (DPST)
C : 2 FORM C (DPDT)

C : DUST COVER (UNSEALED)
S : SEALED TYPE

2: QUICK CONNECT 6.35mm x 0.8mm FOR COIL &CONTACT

PCB TERMINAL MOUNTING HOLES

PANEL MOUNT QUICK CONNECT 
TERMINAL 

MOUNTING HOLES

#250 / #187 FASTON #250 FASTON

TERMINAL ARRANGEMENT

2 FORM A 2 FORM C

8.2

3.3


